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performed very well in THM removal (91% to 
98%).  Three carbon filters (PUR, Brita and 
Espring) performed well in HAA removal (80% to 
89%).   
 
A field study was also conducted in 20 individual 
households.  Each house was equipped with one 
of four types of tap mounted POU carbon filters.  
The DBP removal in these carbon filters was 
similar to results obtained in the laboratory study, 
as shown in Table 1 (Field Study).  For THM 
removal, the average removal efficiencies for all 
four POU carbon filters, PUR, Brita, Culligan and 
Waterpik, were higher than 90%.  For HAA 
removal, the average removal efficiencies for 
PUR, Brita, Culligan and Waterpik were 94%, 
85%, 86%, and 75%, respectively.                      
 

In both laboratory and field studies, the removal  
efficiencies for THMs in POU carbon filters are 
generally better than those for HAAs.  This 
indicates that physical adsorption is the main 
mechanism for DBP removal in these POU 
carbon filters because carbon adsorption 
capacities for THMs are higher than those for 
HAAs.  
 
Both laboratory and field study results indicated 
that POU carbon filters are effective in reducing 
exposures to DBPs from drinking water in a 
household.  Because of the variation in carbon 
types, carbon quantity, flow rates, and hydraulic 
flow patterns, DBP removal in these carbon filters 
vary substantially.   Influent DBP levels also 
affect the bed life of these POU carbon filters.    

    
Table 1. DBP Removal Efficiencies (%) in Six POU Carbon Filters 

Brand & Model Capacity Laboratory  Study Field  Study 
 (gallon) THMs HAAs THMs HAAs 

Brita 42202 100 98 89 91 85 
Culligan FM-15 200 91 65 97 86 
Culligan undersink 500 41 42 Not tested Not tested 
Espring 500 98 85 Not tested Not tested 
PUR FM-4500L 100 97 80 100 94 
Waterpik F-7 200 62 41 92 75 

 
For more information 

 
For further information and resources on Drinking Water Research, Water Operator 
Training and Financial and Managerial Training 
 

Website:   http://www.hbg.psu.edu/etc or http://www.tacnet.info 
 
Environmental Training Center 
Penn State Harrisburg 
Science & Tech. TL 177 
777 W. Harrisburg Pike 
Middletown, PA 17057 

Email:  ajs28@psu.edu 
Fax:  (717) 948-6580 

 

http://www.hbg.psu.edu/etc
http://www.tacnet.info/
mailto:ajs28@psu.edu

